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(57) ABSTRACT 


A weapons platform including an undercarriage (11, 111) and 
a weapon (13, 113) that is positioned in a directable manner 
on the undercarriage (11, 111). The undercarriage (11, 111) 
may be supported in relation to the ground beneath by a 
supporting device (16, 116) that is damped in order to absorb 
firing recoil forces, the damping characteristics of the sup- 
porting device (16, 116) being adjustable in accordance with 
the firing recoil forces that are to be expected from the 
weapon (13, 113). The weapons platform (10, 110) may be 
mounted on a military vehicle (1). A method for operating 
such a weapons platform (10, 110) is also disclosed. 
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WEAPONS PLATFORM, MILITARY 
VEHICLE COMPRISING A WEAPONS 
PLATFORM AND METHOD FOR 
OPERATING A WEAPONS PLATFORM 


[0001] The invention relates to a weapons platform com- 
prising an undercarriage and a weapon arranged in a direct- 
able manner with respect to the undercarriage, wherein the 
undercarriage can be supported with respect to the ground 
beneath by means of a supporting device of a damped design 
for absorbing firing reaction forces. The invention also relates 
to a military vehicle comprising such a weapons platform. A 
further subject of the invention is a method for operating a 
weapons platform. 

[0002] Weapons platforms usually have an undercarriage 
and a weapon that is arranged above the undercarriage and 
can be directed in terms of azimuth and elevation with respect 
to the undercarriage. In order to be able to bring such weapons 
platforms to a specific deployment location, it is known to 
form the weapons platforms either as a fixed component part 
of a military vehicle or as a kind of detachable piece of 
equipment, which is detachably received by a vehicle. When 
deployed, the weapons platforms can be operated from the 
vehicle, though weapons platforms that can be operated inde- 
pendently of a vehicle, for example as stationary weapons 
platforms for protecting field camps or similar objects, are 
also known. 

[0003] When a shot is fired, firing reaction forces are pro- 
duced, acting on the undercarriage of the weapons platform 
via the weapon. In order to be able to dissipate these some- 
times considerable forces ina controlled manner, provided on 
the undercarriage are supporting devices, which support the 
latter with respect to the ground beneath and provide con- 
trolled dissipation of the firing reaction forces into the ground 
beneath. 

[0004] On account of the firing reaction forces that occur 
within a very short time interval and are introduced into the 
weapons platform in the manner of a shock wave, the sup- 
porting device has to meet particular requirements. 

[0005] This is so because, with supporting devices ofa rigid 
form, the shock-like firing reaction forces may cause situa- 
tions in which the components lying in the flux of force of the 
firing reaction forces are unable to withstand the correspond- 
ing loads, so that they rupture, for example in the region of 
welded connections and similar weak points. For this reason, 
supporting devices of a damped design are also known in 
particular in the case of large-caliber weapons and weapons 
that to this extent produce considerable firing reaction forces, 
for instance from WO 03/025494 Al. For damping, such 
supporting devices have a number of damping springs, which 
are arranged between the undercarriage of the weapons plat- 
form and the ground beneath and by means of which the 
forces absorbed by the components can be limited to a maxi- 
mum that lies below the destruction threshold of the corre- 
sponding components. 

[0006] In addition to this there is the fact that the firing 
reaction forces can vary greatly in their direction and in their 
magnitude, which means that the supporting device has to 
meet further requirements. 

[0007] For example, recoiling barreled weapons already 
differ from those weapons that are formed as non-recoiling 
launchers in the sign of the firing reaction forces that are 
produced during firing. This is so because, while the firing 
reaction forces in the case of recoiling barreled weapons, such 
as for example guns or howitzers, act counter to the firing 
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direction of the barreled weapon in the manner of a recoil, 
firing reaction forces that are directed in the firing direction of 
the weapon occur in the case of launchers, such as for 
example rocket launchers. However, even in the case of weap- 
ons of the same type of construction, the firing reaction forces 
may differ greatly from shot to shot, since they are for 
example dependent on the directional position of the weapon 
in terms of azimuth and elevation, on the type of projectile 
used and on the amount of propulsive charge. 


[0008] In the development of such weapons platforms, the 
damping of the supporting device is therefore usually 
designed for the greatest loading to be expected, for example 
for the firing of a shot in an unfavorable directional position 
with a maximum amount of propulsive charge. Although this 
is accompanied by the advantage that the weapons platform 
can absorb the maximum firing reaction force, it has been 
found to be disadvantageous that, in the case of such a design, 
the damping has in most cases been set as too hard, since the 
firing reaction forces are usually well below the expected 
maximum force, for example on account of the directional 
position of the weapon. In a way comparable to in the case of 
a rigid supporting device, a damping of the supporting device 
that is set as too hard may in these cases have the effect that the 
lifetime of the components lying in the flux of force of the 
firing reaction forces is adversely affected. 


[0009] Against this background, the object of the invention 
is to provide a weapons platform, a vehicle and also a method 
for operating a weapons platform that are distinguished by a 
reduced adverse effect on the supporting device by the firing 
reaction forces that occur during firing. 


[0010] In the case of a weapons platform of the type men- 
tioned at the beginning, the object is achieved by it being 
possible for the damping characteristics of the supporting 
device to be set in dependence on the firing reaction forces of 
the weapon that are to be expected. 


[0011] The adaptation of the damping characteristics of the 
supporting device to the firing reaction forces that are to be 
expected allows the mechanical loads on the components 
lying in the flux of force to be limited to a minimum. The 
damping is only set as hard when great firing reaction forces 
are to be expected. When expectations are below the maxi- 
mum firing reaction force, the damping is set as softer, so that 
the components are mechanically affected less severely. A 
greater lifetime of the weapons platform can be achieved. 


[0012] According to an advantageous design, the damping 
characteristics of the supporting device can be set in depen- 
dence on the magnitude of the firing reaction forces of the 
weapon that are to be expected. If a great firing reaction force 
in terms of magnitude is expected, the damping of the sup- 
porting device can be set altogether as harder than when 
smaller magnitudes of the firing reaction forces are expected. 
This allows the loading of the components lying in the flux of 
force to be reduced, and consequently the lifetime of the 
weapons platform to be increased. 


[0013] It is also advantageous if the damping characteris- 
tics of the supporting device can be set in dependence on the 
direction of the firing reaction forces of the weapon that are to 
be expected. The damping of the supporting device can be set 
in such a way that it is at a maximum in the direction of the 
expected firing reaction forces. In this way, a directional 
adaptation of the damping to the firing reaction forces can 
take place, contributing to reduced loading of the components 
lying in the flux of force. 
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[0014] Itis preferred if the damping characteristics of the 
supporting device can be set in dependence on the type of 
weapon. Depending on the type of weapon, the firing reaction 
forces to be expected may vary greatly, which may be par- 
ticularly problematic whenever a weapons platform is to be 
operated optionally with one weapon or another. While the 
firing reaction forces for example in the case of recoiling 
barreled weapons act counter to the firing direction of the 
barreled weapon in the manner of a recoil, firing reaction 
forces that are directed more in the firing direction of the 
weapon occur in the case of non-recoiling launchers, in the 
manner of pulling forces. Therefore, in particular in the case 
of those weapons platforms that can be fitted with weapons of 
different types, it is possible by the adaptation of the damping 
characteristics of the supporting device to the type of weapon 
to achieve a long lifetime even after repeated changing of the 
weapon and the firing of many shots. 

[0015] Ithas also proven to be advantageous if the damping 
characteristics of the supporting device can be set in depen- 
dence on the directional position of the weapon. The eleva- 
tional or azimuthal directional position of the weapon gives 
rise to changes in the direction of effect of the firing reaction 
forces. The setting of the damping characteristics allows an 
adaptation of the damping to the directional position of the 
weapon to take place. It is preferred that the directional posi- 
tion of the weapon can be detected by sensors, so that the 
setting of the damping characteristics can take place in an 
automated manner on the basis of the directional position 
determined. The directional position may be detected by 
means of a detecting device, in particular a position sensor. It 
is particularly preferred that a position sensor for the eleva- 
tional directional position and a position sensor for the azi- 
muthal directional position are provided, so that elevation and 
azimuth can be detected separately. 

[0016] A further advantageous design provides that the 
damping characteristics of the supporting device can be set in 
dependence on the type of munition introduced into the 
weapon. Differences in terms of magnitude of the firing reac- 
tion forces that arise as a result of the use of munition of 
different types can be compensated by setting the damping 
characteristics. The type of munition may be detected auto- 
matically by means of a detecting device arranged on the 
weapon or be entered manually by a user of the weapons 
platform. 

[0017] It is also advantageous if the damping characteris- 
tics of the supporting device can be set in dependence on the 
propulsive charge introduced into the weapon. If different 
types of propulsive charge and/or different amounts of pro- 
pulsive charge are used, changes of the firing reaction forces 
in terms of magnitude may arise. These changes can be com- 
pensated by the adaptation of the damping characteristics to 
the type of propulsive charge and/or amount of propulsive 
charge. The type of propulsive charge and/or amount of pro- 
pulsive charge may be detected by means of a suitable detect- 
ing device on the weapon, so that the setting of the damping 
characteristics can take place on the basis of the type and/or 
amount of propulsive charge determined. 

[0018] According to a further advantageous design, it is 
provided that the supporting device has a number of supports. 
The supports, which are supported on the ground beneath, 
allow the firing reaction forces to be introduced into the 
ground beneath in a controlled manner. The supports may be 
arranged on the undercarriage of the weapons platform, 
whereby secure standing of the undercarriage on the ground 
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beneath is made possible. With preference, the supporting 
device has three supports, whereby even on uneven ground 
beneath secure standing can be achieved in the manner of a 
tripod. 

[0019] Itis advantageous if the supports are articulated by 
one of their ends on the undercarriage and the other end forms 
a supporting point. The pivotable articulation of the supports 
on the undercarriage allows the ends serving as supporting 
points to be pivoted out of their supporting position, in which 
they lie on the ground beneath, into a transporting position. 
Handling that is advantageous, by virtue of being easy, is 
obtained because it is not necessary to dismantle the supports 
for this. 

[0020] With preference, the supports have a damping that 
can be set, so that the damping characteristics of the support- 
ing device can be influenced by setting the damping of the 
supports. 

[0021] It is also advantageous if the supports respectively 
have at least one damping element. The damping element 
allows the support also to perform a damping function in 
addition to its supporting function. It is preferred that the 
damping of the damping element can be set, so that the 
damping of the support can be influenced by way of the 
setting of the damping of the damping element. If a number of 
supports are provided on the weapons platform, a particularly 
advantageous design is obtained if the damping elements of 
the supports can be set independently of one another. This 
allows the setting of damping characteristics of the support- 
ing device with which the firing reaction forces in different 
directions are damped to differing degrees. 

[0022] For setting the damping of the damping element, the 
weapons platform may have a control device. The detected 
directional position of the weapon and/or the detected type of 
munition and/or the detected amount of propulsive charge 
may be fed to the control device, so that the setting of the 
damping of the damping elements can take place on the basis 
of the directional position detected and/or the type of muni- 
tion detected and/or the amount of propulsive charge 
detected. 

[0023] It is also advantageous if the supports respectively 
have a spring element. The spring element allows the damp- 
ing displacement of the damping elements to be returned, i.e. 
after the introduction of force and the damping by the damp- 
ing elements have taken place, these elements can be moved 
back into their starting position by means of the spring ele- 
ment. The required spring force may be produced by means of 
a mechanical spring or corresponding hydraulics. 

[0024] Advantageous in terms of structural design is a 
weapons platform in which the damping element is formed as 
a hydraulic cylinder. This is so because hydraulic cylinders 
with damping that can be set can be obtained inexpensively as 
bought-in parts. 

[0025] In the case of a military vehicle of the type men- 
tioned at the beginning, the object is achieved by it being 
possible for the damping characteristics of the supporting 
device to be set in dependence on the firing reaction forces of 
the weapon that are to be expected. 

[0026] The adaptation of the damping characteristics of the 
supporting device to the firing reaction forces that are to be 
expected allows the mechanical loads on the components 
lying in the flux of force to be limited to a minimum. The 
damping is only set as hard when great firing reaction forces 
are to be expected. When expectations are below the maxi- 
mum firing reaction force, the damping is set as softer, so that 
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the components are mechanically affected less severely. A 
greater lifetime of the weapons platform can be achieved. 
[0027] It contributes to achieving the object in the case of a 
method of the type mentioned at the beginning if the damping 
characteristics of the supporting device are set in dependence 
on the firing reaction forces of the weapon that are to be 
expected. 

[0028] The adaptation of the damping characteristics of the 
supporting device to the firing reaction forces that are to be 
expected allows the mechanical loads on the components 
lying in the flux of force to be limited to a minimum. The 
damping is only set as hard when great firing reaction forces 
are to be expected. When expectations are below the maxi- 
mum firing reaction force, the damping is set as softer, so that 
the components are mechanically affected less severely. A 
greater lifetime of the weapons platform can be achieved. 
[0029] According to an advantageous design of the method, 
the supporting device has a number of supports that can be set 
in their damping and respectively form supporting points of 
the weapons platform, the damping of the supports being set 
as all the softer the more the firing direction of the weapon is 
in line in terms of azimuth with the position of the respective 
supporting point. When a shot is fired from recoiling weap- 
ons, firing reaction forces that are directed counter to the 
firing direction of the weapon are produced, for which reason 
softer damping in the region in front of the weapon and 
correspondingly harder damping in the region behind the 
weapon allow advantageous dissipation of the firing reaction 
forces. 

[0030] According to an alternative design, it is provided 
that the supporting device has a number of supports that can 
be set in their damping and respectively form supporting 
points of the weapons platform, the damping of the supports 
being set as all the harder the more the firing direction of the 
weapon is in line in terms of azimuth with the position of the 
respective supporting point. In the case of weapons with 
which firing reaction forces that are directed substantially in 
the firing direction occur, harder damping characteristics of 
the supporting device in the region of the firing direction 
allow advantageous dissipation of the firing reaction forces to 
take place. 

[0031] Itis also preferred if the damping characteristics of 
the supporting device are set as all the harder the greater the 
amount of propulsive charge that is introduced into the 
weapon. The firing reaction forces to be expected increase in 
terms of magnitude with an increasing amount of propulsive 
charge, for which reason a constant stability of the weapons 
platform can be made possible by correspondingly harder 
damping characteristics of the supporting device when there 
is an increasing amount of propulsive charge. 

[0032] The designs described in connection with the weap- 
ons platform may also be used according to the invention with 
the vehicle and/or the method, on their own or in combina- 
tion. 

[0033] Further details and advantages of the invention are 
to be explained below on the basis of several exemplary 
embodiments that are represented in the drawings, in which: 
[0034] FIG. 1 shows a military vehicle comprising a weap- 
ons platform according to a first embodiment in a perspective 
view; 
[0035] 
the front; 


[0036] 


FIG. 2 shows the vehicle from FIG. 1 ina view from 


FIG. 3 shows the vehicle from FIG. 1 in a side view; 
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[0037] FIG. 4 shows a military vehicle comprising a weap- 
ons platform according to a second embodiment in a side 
view; and 

[0038] FIG. 5 shows a plan view of a vehicle according to 
the first embodiment in a highly schematized representation. 


[0039] In FIG. 1, a military vehicle 1 formed as an off-road 
wheeled vehicle comprising a driver’s cab 2 for receiving the 
vehicle crew is depicted. The driver’s cab 2 may be of an 
armored form, so that the members of the crew located within 
the driver’s cab 2 are protected from the effect of projectiles 
or mines and similar military threats. 


[0040] The vehicle 1 also has a chassis 3 and also a weapons 
platform 10, arranged in the region above the chassis 3 and 
comprising a recoiling barreled weapon 13 formed as an 
artillery gun, the details of which are discussed more specifi- 
cally below. The artillery gun represented in the exemplary 
embodiment is a lightweight gun. During the firing of a shot, 
the weapon 13 must be supported to dissipate the firing reac- 
tion forces occurring, since the firing reaction forces occur- 
ring cannot be absorbed by the chassis 3 alone. 


[0041] Theweapons platform 10 consists ofa platform-like 
undercarriage 11, which is connected to the vehicle 1 and has 
a substantially rectangular outline, and also a turret 12, which 
is mounted rotatably with respect to the undercarriage 11 and 
is arranged above the undercarriage 11. The turret 12 is 
received in a rotary bearing 14, by means of which the turret 
12 can be directed in the azimuthal direction. In the turret 12, 
the weapon 13 is mounted by means of a further rotary bear- 
ing 15 in a directable manner in terms of elevation. The 
weapon 13 can be directed in terms of azimuth and elevation 
in the rotary bearings 14 and 15 by means of directional drives 
that are not represented in the figures. To this extent, the turret 
12 and the undercarriage 11 form a turret mount. 


[0042] For supporting the weapons platform 10, arranged 
on the undercarriage 11 is a supporting device 16, which in 
the exemplary embodiments has altogether three supports 
17.1-17.3, cf. FIGS. 1 and 2. 


[0043] To avoid excessive component loads when a shot is 
fired from the weapon 13, the supporting device 16 is of a 
damped form. The supporting device 16 is in this case 
designed in such a way that its damping characteristics can be 
set in dependence on the firing reaction forces that are to be 
expected. This adaptation of the damping characteristics of 
the supporting device 16 to the firing reaction forces that are 
to be expected results in greatly reduced loading of the com- 
ponents lying in the flux of force of the firing reaction forces 
in comparison with unchangeable damping, and conse- 
quently results in a greater lifetime of the weapons platform 
10. 


[0044] Details of this damped supporting device 16 are to 
be explained below. 


[0045] A first support 17.1 is arranged on a side of the 
undercarriage 11 that is arranged in the rear region of the 
vehicle 12. The support 17.1 is articulated by one end in a 
pivotably movable manner on the undercarriage 11 and can be 
pivoted about a pivot axis A, which is arranged transversely in 
relation to a vehicle longitudinal axis L of the vehicle 1. For 
transferring the support 17.1 from a pivoted-up position into 
the supporting position represented in FIGS. 1-3, the support 
17.1 has a drive, which is formed as a hydraulic cylinder 20.1 
and also forms a damping element for the damping of the 
support 17.1. To this extent, the hydraulic cylinder 20.1 has a 
dual function. 
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[0046] The rear support 17.1 may be formed in the manner 
of a closing element, which in the pivoted-up closing position 
forms a rear closure of a closable opening of the turret 12 
mounted rotatably with respect to the undercarriage 11. A 
corresponding closing element is described in the German 
patent application 10 2011 050 537. 

[0047] The supporting device 16 also has two supports 17.2 
and 17.3, which are arranged on the longitudinal sides of the 
weapons platform 10, are arranged mirror-symmetrically in 
relation to one another and are articulated by one end in a 
pivotably movable manner on the undercarriage 11 of the 
weapons platform 10 by means of pivot bearings 23. The 
supports 17.2 and 17.3 are mounted in a pivotably movable 
manner in the region of two opposite sides of the weapons 
platform 10. With respect to the vehicle 1, the supports 17.2, 
17.3 are articulated in the region of the longitudinal sides of 
the vehicle 1. For the damping of the supports 17.2, 17.3 and 
also for the transfer of the supports 17.2, 17.3 from their 
pivoted-up position into the supporting position represented 
in FIGS. 1 and 2, serving for supporting the weapons platform 
10, on the supports 17.2, 17.3 there is a hydraulic cylinder 
20.2, 20.3 respectively arranged as a drive and also as a 
damping element. 

[0048] Ifthe weapons platform 10 is to be transported, the 
supports 17.2 and 17.3 can be pivoted up. In the pivoted-up 
position, the supports 17.2, 17.3 form a lashing for the 
weapon 13. For this reason, arranged on the supports 17 are 
lashing jaws 18, which in the pivoted-up position reach 
around the weapon 13 in the manner of a gripper and in this 
way fix it, for example for transportation. 

[0049] The hydraulic cylinders 20.1-20.3 of the three sup- 
ports 17.1-17.3 are articulated by their one end in a pivotably 
movable manner on the undercarriage 11 of the weapons 
platform 10 and by their opposite end in a pivotably movable 
manner on the respective support 17.1-17.3 of the supporting 
device 16. The damping elements 20.1-20.3 are arranged in 
different alignments on the weapons platform 10, so that 
different damping elements 20.1-20.3 can absorb differently 
directed components of the firing reaction forces. The damp- 
ing of the damping elements 20.1-20.3 can in this case be set 
independently of one another. For setting the damping of the 
individual damping elements 20.1-20.3 of the supporting 
device 16, a control device that is not represented in the 
figures is provided, and may be arranged on the weapons 
platform 10 or on the vehicle 1. The type of weapon 13 
arranged on the weapons platform 10, the type of munition 
introduced into the weapon 13, the amount of propulsive 
charge introduced into the weapon 13 and also the directional 
position of the weapon 13 in terms of azimuth and elevation 
are fed to the control unit as input variables. 

[0050] The input variables may be entered manually by an 
operator of the weapon 13 or be detected automatically by 
detecting devices that are likewise not represented in the 
figures. The directional position of the weapon 13 may take 
place for example by position sensors, which for the azi- 
muthal directional position are arranged in the region of the 
rotary bearing 14 and for the elevational directional position 
are arranged in the region of the rotary bearing 15. 

[0051] In FIG. 4, a second design of a weapons platform 
110 according to the invention is represented. The weapons 
platform 110 substantially differs from the weapons platform 
10 according to the first exemplary embodiment by the 
weapon 113 arranged on the weapons platform 110. In order 
to avoid repetition, only the differences in comparison with 
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the weapons platform 10 already described above are to be 
discussed below, reference numerals with the same two end 
digits referring to elements of the two designs that are the 
same or act in the same way. 

[0052] By contrast with the weapons platform 10, the 
weapons platform 110 has a non-recoiling weapon 113, 
which is formed as a multiple rocket launcher. The multiple 
rocket launcher 113 is arranged such that it can be directed in 
terms of elevation on a base 112 by means of a rotary bearing 
115. For directing the weapon 113 in terms of elevation, an 
elevational directional drive 122 is provided, formed as a 
linear drive arranged between the base 112 and the weapon 
113. The base 112 is rotatably connected to the undercarriage 
111 of the weapons platform 110 by means of a rotary bearing 
114, so that the weapon 113 can be directed in terms of 
azimuth with respect to the undercarriage 11 by turning of the 
base 112. 

[0053] The supporting device 116 only differs in structural 
design from the supporting device 16 according to the first 
exemplary embodiment in that the supporting device 116 
does not have any lashing jaws. With regard to the damping 
characteristics of the supporting devices 16 and 116, how- 
ever, some differences arise. Since different firing reaction 
forces are to be expected in the case of the two weapons 
platforms 10 and 110 on account of the different type of 
weapons 13 and 113 that are arranged on the weapons plat- 
forms 10 and 110 according to the two exemplary embodi- 
ments, the damping characteristics of the supporting device 
16 according to the first exemplary embodiment are set dif- 
ferently than the damping characteristics of the supporting 
device 116 according to the second exemplary embodiment. 
In this way, an adaptation of the damping characteristics to the 
respective weapon 13, 113 can take place. 

[0054] The adaptation of the damping characteristics of the 
supporting device 16, 116 is to be explained below in con- 
junction with the method according to the invention for oper- 
ating a weapons platform 10, 110 on the basis of several cases 
of examples. 

[0055] The weapons platform 10 according to the first 
exemplary embodiment has a recoiling weapon 13, for which 
reason firing reaction forces that are directed substantially 
counter to the firing direction S of the weapon 13 are to be 
expected, cf. FIG. 3. On the other hand, the weapon 113 
according to the second exemplary embodiment is a low- 
recoiling weapon, with which the firing reaction forces act in 
particular in the firing direction S, cf. FIG. 4. 

[0056] To improve the stability of the weapons platforms 
10 and 110 when a shot is fired, the damping characteristics of 
the weapons platform 10 comprising the recoiling weapon 13 
are thus set in such a way that the damping of the damping 
elements 20.1-20.3 is set as all the harder the more a direction 
S' counter to the firing direction S of the weapon 13 coincides 
with the alignment of the respective damping element 20.1- 
20.3. Since the firing reaction forces act substantially in this 
direction S', harder damping in the region behind the weapon 
13 can bring about an improvement in the stability of the 
weapons platform 10 when a shot is fired. This is to be 
explained on the basis of the representation in FIG. 5, in 
which the position of the individual supporting points P.1-P.3 
of the supports 17.1-17.3 with respect to the weapons plat- 
form 10 is schematically represented. If the weapon 13 is in 
the directional position shown in FIG. 5, a maximum of the 
firing reaction forces occurs behind the weapon 13, that is to 
say in the region of the supporting point P.1. Therefore, the 
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damping of the support 17.1, which is supported by its free 
end at the supporting point P.1, is set as harder than the 
damping of the other two supports 17.2 and 17.3, which lie on 
the ground beneath at the supporting points P.2 and P.3. 
[0057] Inthe case ofthe supporting device 116 of the weap- 
ons platform 110 according to the exemplary embodiment 
represented in FIG. 4, precisely the opposite procedure is 
followed. In the case of this weapons platform 110, equipped 
with a rocket launcher 113, the damping of a damping ele- 
ment 120.1, 120.2 is set as all the harder the more the firing 
direction S of the weapon 113 coincides with the alignment of 
the respective damping element 120.1, 120.2. When a shot is 
fired, a pulling effect in the firing direction S is produced by 
the rocket emerging from the rocket launcher 113, so that 
harder damping of the damping elements 120.1, 120.2 is setin 
the region in front of the weapon 113. The damping element 
of the support 117.1, arranged behind the weapon 113, can be 
set as softer. 

[0058] Generally, the firing reaction forces to be expected 
are also dependent on the amount of propulsive charge intro- 
duced into the weapon. This is so because the amount of 
propulsive charge determines the magnitude of the firing 
reaction force to be expected. It is therefore of advantage if 
the damping characteristics of the supporting device 16, 116 
are set as all the harder the greater the amount of propulsive 
charge that is introduced into the weapon 13, 113. A greater 
firing reaction force, caused by a greater amount of propulsive 
charge, can consequently be countered by a harder-set sup- 
porting device 16, 116. 

[0059] The vehicles 1 and weapons platforms 10, 110 
described above and also the corresponding method for the 
operation thereof are distinguished by the fact that the damp- 
ing characteristics of the supporting device 16, 116 can be set 
in dependence on the firing reaction forces of the respective 
weapon 13, 113 that are to be expected. This allows the 
loading of the components lying in the flux of force of the 
firing reaction forces to be reduced and the lifetime of the 
weapons platform 10, 110 to be increased. 


REFERENCE NUMERALS 
[0060] 1 Vehicle 
[0061] 2 Driver’s cab 
[0062] 3 Chassis 
[0063] 10 Weapons platform 
[0064] 11 Undercarriage 
[0065] 12 Turret 
[0066] 13 Weapon 
[0067] 14 Rotary bearing 
[0068] 15 Rotary bearing 
[0069] 16 Supporting device 
[0070] 17.1-17.3 Support 
[0071] 18 Lashing jaw 
[0072] 19 Steps 
[0073] 20.1-20.3 Hydraulic cylinder 
[0074] 21 Supporting foot 
[0075] 23 Pivot bearing 
[0076] 110 Weapons platform 
[0077] 111 Undercarriage 
[0078] 112 Base 
[0079] 113 Weapon 
[0080] 114 Rotary bearing 
[0081] 115 Rotary bearing 
[0082] 116 Supporting device 
[0083] 117.1-117.3 Support 
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[0084] 119 Steps 

[0085] 120.1,120.2 Hydraulic cylinder 
[0086] 121 Supporting foot 

[0087] 123 Pivot bearing 

[0088] A Pivot axis 

[0089] L Vehicle longitudinal axis 
[0090] S Firing direction 

[0091] S' Direction 


1. A weapons platform comprising an undercarriage (11, 
111) and a weapon (13, 113) arranged in a directable manner 
with respect to the undercarriage (11, 111), wherein the 
undercarriage (11, 111) is supported with respect to the 
ground beneath by means of a supporting device (16, 116) of 
a damped design for absorbing firing reaction forces, charac- 
terized in that the damping characteristics of the supporting 
device (16, 116) are set in dependence on the firing reaction 
forces of the weapon (13, 113) that are to be expected. 

2. The weapons platform as claimed in claim 1, wherein the 
damping characteristics of the supporting device (16, 116) are 
set in dependence on the direction and/or the magnitude of the 
firing reaction forces of the weapon (13, 113) that are to be 
expected. 

3. The weapons platform as claimed in claim 1, wherein the 
damping characteristics of the supporting device (16, 116) are 
set in dependence on the type of weapon (13, 113). 

4. The weapons platform as claimed in claim 1, wherein the 
damping characteristics of the supporting device (16, 116) are 
set in dependence on the directional position of the weapon 
(13, 113). 

5. The weapons platform as claimed in claim 1, wherein the 
damping characteristics of the supporting device (16, 116) are 
set in dependence on a type of munition introduced into the 
weapon (13, 113). 

6. The weapons platform as claimed in claim 1, wherein the 
damping characteristics of the supporting device (16) are set 
in dependence on a propulsive charge introduced into the 
weapon (13). 

7. The weapons platform as claimed in claim 1, wherein the 
supporting device (16, 116) has a plurality of supports (17.1- 
17.3, 117.1-117.2), in particular at least three. 

8. The weapons platform as claimed in claim 7, wherein 
each of the supports (17.1-17.3, 117.1-117.2) is pivotally 
mounted at one of its ends on the undercarriage (11, 111), and 
an opposite end of the support forms a supporting point. 

9. The weapons platform as claimed in claim 7, wherein the 
supports (17.1-17.3, 117.1-117.2) have a damping that can be 
set. 

10. The weapons platform as claimed in claim 7, wherein 
each of the supports (17.1-17.3, 117.1-117.2) has at least one 
damping element (20.1-20.3, 120.1,120.2). 

11. A military vehicle comprising a weapons platform (10, 
110) that includes an undercarriage (11, 111) and a weapon 
(13, 113) arranged in a directable manner with respect to the 
undercarriage (11, 111), wherein the undercarriage (11, 111) 
is supported with respect to the ground beneath by means of 
a supporting device (16, 116) of a damped design for absorb- 
ing firing reaction forces, characterized in that the damping 
characteristics of the supporting device (16, 116) are set in 
dependence on the firing reaction forces of the weapon (13, 
113) that are to be expected. 

12. A method for operating a weapons platform (10, 110) 
including an undercarriage (11, 111) and a weapon (13, 113) 
arranged in a directable manner with respect to the undercar- 
riage (11, 111), wherein the undercarriage (11, 111) is sup- 
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ported with respect to the ground beneath by means of a 
supporting device (16, 116) of a damped design for absorbing 
firing reaction forces, 

the method comprising setting damping characteristics of 

the supporting device (16, 116) in dependence on firing 
reaction forces of the weapon (13, 113) that are to be 
expected. 
13. The method for operating a weapons platform as 
claimed in claim 12, wherein the supporting device (16) 
includes a number of supports (17.1-17.3), and setting the 
damping characteristics includes setting damping of the num- 
ber of supports and respectively form supporting points of the 
weapons platform (10), such that the damping of the number 
of supports (17.1-17.3) is set as softer as a firing direction (S) 
of the weapon (13) aligns in terms of azimuth with a position 
of a respective one of the supporting points. 
14. The method for operating a weapons platform as 
claimed in claim 12, wherein the supporting device (116) 
includes a number of supports (117.1-117.3), and setting the 
damping characteristics includes setting the damping of the 
number of supports and respectively form supporting points 
of the weapons platform (110), such that the damping of the 
number of supports (117.1-117.2) is set as harder as a firing 
direction (S) of the weapon (113) aligns in terms of azimuth 
with a position of a respective one of the supporting points. 
15. The method for operating a weapons platform as 
claimed in claim 12, characterized in that the damping char- 
acteristics of the supporting device (16, 116) are set as harder 
as a greater the amount of propulsive charge is introduced into 
the weapon (13, 113). 
16. A weapons platform (10, 110) comprising: 
an undercarriage (11, 111); 
a weapon (13, 113) rotatably mounted on the undercarriage 
(11, 111); 

a supporting device (16, 116) supporting the undercarriage 
(11, 111) with respect to the ground, the supporting 
device having a damped design for absorbing firing reac- 
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tion forces, such that damping characteristics of the sup- 
porting device (16, 116) are set in dependence on 
expected firing reaction forces of the weapon (13, 113). 

17. The weapons platform as claimed in claim 16, further 
comprising a turret (12) mounted rotatably on the undercar- 
riage (11); and the weapon (13) is mounted in the turret for 
movement in an azimuth direction and an elevational direc- 
tion. 

18. The weapons platform as claimed in claim 16, wherein 
the supporting device (16, 116) includes a plurality of sup- 
ports (17.1-17.3, 117.1-117.2) pivotally attached to the 
undercarriage (11, 111), each of the plurality of supports 
including a hydraulic cylinder (20.1-20.3, 120.1-120.2) for 
pivoting the plurality of supports to a pivoted-up position and 
to a supporting position, each of the hydraulic cylinders form- 
ing a damping element for damping the supports, the damping 
elements arranged in different alignments on the weapons 
platform (10, 110) so that different ones of the hydraulic 
cylinders absorb differently directed components of firing 
reaction forces of the weapon (13, 113); and wherein a damp- 
ing of each of the hydraulic cylinders (20.1-20.3, 120.1-120. 
2) is set independently of a damping of the other hydraulic 
cylinders. 

19. The weapons platform as claimed in claim 18, wherein 
the damping of the hydraulic cylinders (20.1-20.3, 120.1-120. 
2) is set as hard when great firing reaction forces from the 
weapon (13, 113) are expected, and the damping of the 
hydraulic cylinders is set as softer when expectations are 
below a maximum firing reaction force of the weapon. 

20. The weapons platform as claimed in claim 19, wherein 
the damping of each of the hydraulic cylinders (20.1-20.3, 
120.1-120.2) is set according to one or more of a type of 
munition introduced into the weapon (13, 113), an amount of 
propulsive charge introduced into the weapon, and a direc- 
tional position of the weapon in terms of azimuth and eleva- 
tion. 


